
150 ssu/32 cSt OIL @ 100°F/38°C

DSV-100-34O
Four-Way, Three-Position, Open Center
Spool-Type Solenoid Valve

PRESSURE DROP VS. FLOW
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SERIES 10

DESCRIPTION

A cartridge valve designed as a three position, four-way solenoid valve.

OPERATION

When de-energized, the valve allows flow at all ports. When the upper  
solenoid (S1) is energized, the valve allows flow between the ➁ and ➀  

ports and the ➂ and ➃ ports. When the lower solenoid (S2) is energized,  
the valve allows flow between the ➃ and ➀ ports and the ➂ and ➁ ports.

Operation of Manual Override Option: To override, pull the knurled 
knob to activate the coil “S1” function, or push the knurled knob to 
activate the coil “S2” function. Release the knurled knob to return the 
center position.

FEATURES and BENEFITS

•	 Continuous-duty solenoid.
•	 Hardened precision spool and sleeve for long life.
•	 Efficient wet-armature construction.
•	 Cartridges are voltage interchangeable.
•	 Optional coil voltages and terminations.
•	 Industry common cavity.

SPECIFICATIONS

Operating Pressure:  3000 PSI (207 Bar) 
Flow:  See PRESSURE DROP VS. FLOW CURVE.
           Nominal flow 3 gpm (11.4L/min.)
Internal Leakage:  (Per land) 10 cu in./min. max. (164 cc/min.)
                               at 3000 PSI (207 Bar)
Temperature:  -30°F to +250°F (-35°C to +120°C)
Coil Rating:  Continuous from 85% to 110% of rated voltage.
Current Draw:  12 VDC is 1.8 amps.
Minimum Pull-In Voltage:  85% of rated voltage at 3000 PSI (207 Bar)
Recommended Filtration:  ISO 17/15/13
Fluids:  Mineral-based fluids. For other fluid compatibility, consult 
factory.
Cavity/Cavity Tool:  100-4, see page 11.10.4
In-Line Body Material:  Anodized 6061T6 aluminum  
                                       alloy rated at 3000 PSI (207 Bar)

�

�

�

�S1 S2

10172-02(D) 01/21

B

P

A

T

4

3

2

1

S1

S2

www.pneutrol.com/industrialspares/

UK OFFICE
5 CAULSIDE DRIVE, ANTRIM, NORTHERN IRELAND, BT41 2DU
TEL: +44 (0) 28 9448 1800,

EUROPEAN OFFICE
UNIT 6, SAINT ANTHONY'S BUSINESS PARK, DUBLIN, IRELAND, D22 VW95
TEL: +353 (0) 1 4373653, www.pneutrol.com/industrialspares/

PNEUTROL INTERNATIONAL LIMITED

sales@pneutrol.com

http://www.concretespares.co.uk
http://www.concretespares.ie
mailto:sales@pneutrol.com


DSV-100-34O
Four-Way, Three-Position, Open Center

Spool-Type Solenoid Valve
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DIMENSIONS Inches [Millimeters]

HOW TO ORDER

Solenoid
Valve

Cavity Flow
Path

Open 
Center

Seals Manual
Override

Voltage Termination Porting

DSV  -  100  -  34   O  -   *   -    *    -   **     **    -   **

† Other options available – consult factory

All variations may not be configurable. Minimum order quantities may be required on other models. Contact Deltrol Fluid Products for complete details.

Seals Seal Kit

N Buna N

V Viton

Manual Override

omit No manual override

M Manual override

Voltage†

omit Cartridge only w/nut

D1 DC 12 Volt

D2 DC 24 Volt

D9 DC 20 Volt

D10 DC 10 Volt

A5 AC 120 Volt

A6 AC 240 Volt

Porting† In-Line Body 
w/o Cartridgeomit Cartridge only w/nut

2N 1/4 PTF B-100-4-2N

3N 3/8 PTF B-100-4-3N

6T SAE 6 B-100-4-6T

8T SAE 8 B-100-4-8T

S1

S2

S1

S2

Termination†

omit Cartridge only w/nut

DE Double Lead

SE Single Lead

HS Hirschmann®

BE Double Spade

EE Single Stud

UE Deutsch

PE Metri-Pack

JE Amp Junior Timer
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